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Reproducibility in Beige shades is a common issue in many dyeing houses. In spite of all 
precautions and monitoring , consistency is not achieved due to issues such as 
1, Improper compatibility of dyes. 

2. Poor robustness of dyes. 
3. Mistakes in weighing small quantities. 

Keeping in mind these difficulties faced by the dyers, Astik has designed a highly robust color 
namely Meactive Beige F3G that resolves the problems of reproducibility by giving a consistent 
shade for every lot. Thus reducing redyeing / shade correction costs, by helping dyers to 
achieve RFT production . 

Features 
1. Specific tones such as Khaki , Earthy can be achieved using toning components as 

recommended by us. 
2. Can be applied by Exhaust, CPB and Continuous dyeing applications. 
3. Meets RSL requirements of ZDHC,GOTS, Blue Sign, Oeko Tex 100 and all leading brands. 
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Fastness Properties 
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Process Suitability 
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Dyeing Method 

Alkali 
45-60'Dyes 60 D CSalt 

10-20'Auxi~aries 
1.5D C/min 

30 D C! 
10-20 ' 

Salt and Alkali Requirements: 
I 0.1 - 0.5 0 .5 - 1.0 1.0 - 2.0 2.0 - 3.0 3.0 - 5.0 > 5.0 

Salt gms I lit 25 40 50 60 80 80 

Soda ash gms I lit 10 10 15 15 20 20 

Mix Alkali 

0.1 - 0.5 0.5 -1 .0 1.0 - 2.0 2.0 - 3.0 3.0 - 5.0 > 5.0 

Salt gms I lit 25 40 50 60 80 80 

Soda ash gms I lit 5 5 5 5 5 5 

NaOH 50% c.c I lit 0.5 0.5 2 2 



Astik Dyestuff Pvt. Ltd. 

Head Office : A7 Viral Apts, 50 S.V Rd, Andheri (W), Mumbai - 400058. India. 


Phone: 91-22-66938641 to 45 Fax: 91 -22-26203737 

Email - Sales@astik.com. Website - www.astik.com 

Branch: Plot No. 7071 B & C, GIDC Industrial Area, 


Ankleshwar - 393002 (Gujarat). Phone : (02646) 223983. 

Factory at : Plot No. K-62. MIDC, Tarapur Industrial Area, 


Salwad, Palghar Taluka. Dist. Thane. Phone : (02575) 270372. 


Disclaimer. The information in this brochure is to the best of our knowledge and without any guarantee 
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